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STATE PROJECT NUMBER
Standard L 1:20 slope relative to grade (20 m minimum)
post section
Regular line posts
- - Hinge line of foreslope = — ===~ ] NOTE:
using 1.83 m posts - - £ 6m 1. Install a G4 W-beam guardrail terminal that meets NCHRP-350
S requirements per manufacturer's recommendations. Ensure that
o Edge of $ $ terminal meets appropriate test level for the project.
shoulder
widening 2. Where terminal is placed on a curve, and post offsets would
result in the rail encroaching onto the shoulder (e.g., the
Ly inside of a curve), install the posts so that the face of the
Not to exceed 15° rail is at the edge of the shoulder.

| ‘ ‘ [} 3. Pave widened shoulder on both ends of guardrail runs when

Tangent line projected from the indicated on the plans.
PLAN face of the last two post blocks
in the standard post section

4. See manufacturer's drawings for other details.
__ Pay limits Pay limits terminal section type flared (FLEAT)
Guardrail system G4
Regular line posts
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Finished surface elevation -
at face of rail as applicable
ELEVATION

STRAIGHT FLARED OPTION

Standard L 1:20 slope relative to grade (20 m minimum)
post section
Regular line posts
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Pay limits Pay limits terminal section type flared (SRT-350) -
Guardrail system G4
Regular line posts
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Finished surface elevation = - METRIC STANDARD
at face of rail as applicable
ELEVATION G4 W BEAM GUARDRAIL
PARABOLIC FLARED OPTION TYPE FLARED TERMINAL
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